Technical data

English Dansk

Light source 6W 3,7V LED board lifetime up to 100.000hrs ——————————p - Lysgiver 6W 3,7V LED levetid op til 100.000hrs

On / off switch ] Teend / sluk knap

- Push the button until the light is on (starts always on lowest level) - Hold knappen nede til lyset teender (starter altid pa laveste nivau)
- Change level by pushing the button - Skift nivaue ved at trykke pa knappen

- Turn off by pushing the button until the light is off - Sluk ved at holde knappen nede til lyset slukker

Batteri pakke Lithium-ion cell
3,7V 24Ah 88,8Wh

Battery package Lithium-ion cell
3,7V 24Ah 88,8Wh

USB charger input 5VDC minimum 3A USB opladning indgang 5VDC minimum 3A

USB input waterproff lock IP65 USB vandteet Ias IP65
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USB charger cable 5VDC 3A USB lader kabel 5VDC 3A

USB EURO plugin charger 100-240VAC USB EURO plugin lader 100-240VAC
Maintenance & Cleaning Vedligehold & rengering

When the lamp starts flashing, it needs to be charged. Nar lampen begynder at blikke skal den oplades
Full charging takes 8 hours Fuld opladning tager 8 timer.

There is life long waranty on the light source. Der er livsvarig garanti pa lampens LED lyskilde.
Can only be replaced by ARCHII. Kan kun udskiftes af ARCHII.

There is a 3-year warranty on the lamp's battery. Der er 3 ars garanti pa lampens batteri.

Can only be replaced by ARCHIL. Kan kun udskiftes af ARCHII.

There is a 2-year warranty on all other lamp parts. Der er 2 ars garanti pa alle andre lampe dele.
TakeMe lamp must be cleaned with lightly wrung out sulfo cloth. TakeMe lampen bgr renggres med en let opvredet sulfo klud.
Do not use strong and grinding cleaners which may damage the surface. Undga brug af steerke og slibende renggringsmidler,
The lamp should be cleaned in off state. da disse kan gdelaegge overfladen.

Lampen skal renggres i slukket tilstand.
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